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Gearless traction machine

DIANA-1 ®330&%!

. F‘ 5‘1':1 ﬁ}f—'_'\ Product Characteristics
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Bath: 111, 21

ENEHIE: 320, 400, 450, 630.
800, 1000, 1250kg

BIERER: 0.63. 1. 1.6 L75m/s
BAEFAERE: 60m

BT 3500kg

TEAC TS 3TH400VER,
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BB IR AT 201%

» P&  Product Description

Traction ratio: 1:1+ 2:1

Rated capacity; 320. 400. 450. 630,

800. 1000, 1250kg

Rated elevator spead: 0.63. 1+ 1.6. 1.75m/s
Ma. lifting height: 80m

Max. shaft load: 3500kg

Applicable converter: 3 phase 400V

Brake voltage: DC200V, DC110V

Mumber of motor poles; 20 poles
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Diana series permanent magnet synchronous gearess traction machine is directly driven by a low-speed, high-torgue, 3-phase permanent magnet
synchronous motor, and has the advantages of low energy consumption, low noises, no pollution, and litthe maintenance. Provided with wall-mounted
supports, this kind of traction machine has its bearing structure consisting of four detachable drag links and have external rotor construction. The traction
sheava is directly mounted an rotor yoke.Repulsion rectangular brake is fixed on upper drag link with rectangular cross-section, and it has unigue design
that makes it compact and light. Traction rope groove can be arranged in the middle or on one side. Whan the rope groove is arranged in the middle, double

rope groove can be used so as to double the life of traction sheave. The traction machine can be installed on the top of the shaft way or at the bottom of the

shaft way, and has handwinding function.
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Specification Traction Speed Load | Power Rev Frequency | Current | Torque
i Ratio Imifs) [kgl (Wi (rfmin] [Hzl (&) [N=m)
1-6:2-320-1 0.63 | 140 65 | 8l | 380
M S e | N |-l 320 T —i =1 =P 3?.3 J_nga
1-10-320-1 1.00 | 220 58 | 96 | 560
1-6.3-400-1 0.63 | a0 W5 | 81 | 480
1-10-400-1 1.00 400 | 2.80 58 | 96 | 640 460 | 12%28
1-16-400-1 160 | as0 93 | 154 | 100
Le34sol | 0.63 | 200 365 | 61 | 500
1-10-450-1 ' 100 | 450 | 310 58 | 86 | 7130 510 | 12x@8
1-16-450-1 160 | | 500 93 | 154 | 1132
1-6.3-630-1 0.63 | 280 ®5 | &1 | T.00
1-10-530-1 1.00 | 430 58 | 98 | 100
630 | ! ! ! 70 | 12x@8
1-16-630-1 1,60 | 600 93 | 154 | 154
1-17.5-630-1 175 | 750 101 | 168 | 164
1-6:3:320-2 0,63 | 140 73| 122 | 340
320 | fo | 185 | 8x08
1-10-320-2 1.00 | 220 e | 183 | 530
1-6.3-400-2 0,63 | 180 73 | 122 | 400
1-10-400-2 1.00 400 | 2.80 16 | 193 | 620 230 | 6x@8
1-16-400-2 160 | 450 185 | 308 | G4
1-6.2-450-2 0,63 | 200 73 | 122 | 440
1-10-450-2 100 | 450 | 310 s | 183 | 69 255 | Ex@8
1-16-4502 1.60 | 450 185 | 308 | 105
1-6.3-630-2 | 0.63 | 280 73 | 122 | &l
1-10-530-2 1.00 | 430 s | 183 | 930
630 | | ! | 355 | 10x@d
1-16-630-2 1,60 | o0 185 | 308 | 146
1-17.5-530-2 5 175 | 750 203 | 338 | 154
1-6:2-800-2 i 0,63 | 350 73 | 122 | T80
1-10-800-2 1.00 | 550 ue | 183 | 117
— 800 | : 450 | 12x@8
1-16-800-2 1.60 | 870 185 | 309 | 183
1-17.5-800-2 175 | os0 203 | 338 | 199
1-6.3-1000-2 0.63 | 430 73 | 122 | @©s0
1-10-1000-2 | 100 | | 680 16 | 183 | 142
A eIt § AT 4 1000 E e Wt =P it P —S T 560 l2)<@8
1-16-10002 | 10 [ 108 185 | 308 | 218
1-17.5-1000-2 | 175 | 118 203 | 338 | 236
1-6.3-1250-2 | 0.63 | 540 73 | 122 | 119
1-10-1250-2 1.00 | as0 s | 183 | 172
_peomene i | L1950 ——— o T = U 710 12%@a
1-16-1250-2 160 | 138 18 | 309 | 268
1-17.5-1250-2 | 175 | 149 203 | 338 | 294
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