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Gearless traction machine
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Traction Torque R weight

EEREARE

Recommended lifting

Traction ratio: 2:1

Ba[th: 2:1

Specification

BFEEE: 800, 1000kg
EE®E: 063, 1. 1.6, L75m/s
A7 3000kg

A S 348400V
HilEnagBE: DC110V

EEHIARE: 204R

Rated capacity: 800. 1000kg

Rated elevator speed: 0.63+ 1. 1.6+ 1.75m/s
Max. shaft load: 3000kg

Applicable converter: 3 phase 400V

Brake voltage: DCH110V

Mumber of motor peoles: 20 poles
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This series of gearless traction machines has unigue external rotor construction so that the forces are applied to the machine reasonably. Excellent magnetic
field design allows the machine to operate steadily with low noises and temperature rise.

It is provided with block brake, which has high braking torque and low closing noise. It's high performance-price ratio product.

The product is provided with manual brake release device and remote brake release device, and can be used in small machine room elevators and non-ma-

chine room elevators.
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5-17.5-800

5-20-200

5-6,3-1000

5-10-1000

5-16-1000
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Ratio [my's)

Speed Power Rev Frequency | Current

(kW) [r/min) [Hz) (a)

063 ‘ 3.4 60 10 6.8
1 | 85 954 159 12
1.6 800 ‘ 8.7 1524 254 19

175 | 9.5 1668 278 207
20 | 109 1508 318 26
063 [ 42 60 10 52

1 | 68 954 159 148

16 1000 ‘ 109 1524 254 233

175 | 119 166.8 278 266
20 ‘ 136 1808 318 30
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