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Gearless traction machine

WWTY. 1 * SMEFIREER T overall dimensions and mounting dimensions
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E B E
B38|tk 2:1 Traction ratio: 2:4 580 L
EMTE#LE: 400, 630, 1600kg Rated capacity: 400+ 630. 1600kg
BEREE: 063, 1. 1.6, L.75m/s Rated elevator speed: 0.63. 1. 1.6. 1.75m/s
B MR 5000k Max. shaft load: 5000kg e i HE|tE | BB hE | WR 4E ! B | 3K HE HEEARE
. g | iaaie Tracti Speed P | Rev Fi 1 t! T ight L B D R ded
R 400V Aopletia convria: s O T |t TS| St | ot |t Pt i | 0 b
HITHERER[E: FTFFEBEDCI00V, FRFEEEDCIo0V Braka voltage: DC200V for brake opening, and DCA00V for brake holding e 5 | N e ' b i i " S | ' i
FEEAR I 321% Hariar Char elerel oalgs 110400 | 1 |40 | 27 | 96 | 256 | 72 | 218 | 3x@8 | 340 200 88|33 56|24 400 12 70
1-16-400 16 45 152 40.8 112 281 a0
1-6.3-630 0.62 18 60 16 T2 438 40
S P o . . . | | . | .
1-10-630 1 4.4 S6 256 11 438 120
* PR antER Product Description L : - {83 ¢ - { . - | axes | 310 l2z8|116) 27 | 56| 24 400 12 -
WWTY 1-16-630 21 16 T 153 40.8 168 438 120
ERIKEREF IR, RREER. AEN =R B EERa A=, BEitEEE{RER. T, Fodr Ptk | 1175630 [ 175 | 77 167 46 182 18 | . 45
HTEEARTAERSH, BESARER. IREERRRTEERME, thalLEHHEIRg. | 1631600 | us | | 68 | sa | 157 | 166 | ua | ' [T T 1T 1T 111 70
BE|AARfAEN LA, WefEBERN TR, HEEEEEFaFINEE. B asREER180% | 1101600 [ 1 | 109 | sa | 248 | 288 | 1m0 | a0
— I + 1600 T + TX@10 | 490 | 350|222) B | 64| 28 +410| 14
1-16-1600 16 174 145 v 385 1120 g0
This series of permanent-magnsat synchronous gearless traction machinas is directly driven by a low-speed, high-torque, 3-phase permanent magnat I 5 I g i T T T T gl
1-17.5-1600 175 148 163 435 437 1130 120

synchronous motor, and has the advantages of low energy consumption, low noises, no pollution, and little maintenance.

By using flat frame structure with three mounting surfaces, this series of traction machines can be installed on bottom floor or any middle positions or on
the top of shaft way.

These traction machines can be arranged for providing upward traction or downward traction, and have remote manual brake release function. Wrap

angle of the traction machine can be only 1807,



